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Family Business Working 
For Your Business 

Your Requirements at the
Focal Point 

Closer to You

We Stand by Our Equipment

A single-row disc wheel Corn Harvester for
the three-point hitch was introduced under
the name “Corn Chopper” back in 1977.
More than 5000 of these machines were
sold throughout the world. This was only
the start of something BiG. We are proud of
our History. But we do not lie on our laurels
– our focus is the future not the past!

Although KRONE had forever impressed many Farmers and Contractors – and also many
Competitors – with the introduction of the BiG M Self-Propelled Mower Conditioner. But the
first prototypes of the BiG X shocked the industry. Our critics never thought it would work,
but just like life - you have drove us on even more and today we are the ones to beat not
to compete. And thanks to you, you are the ones driving us on.

BiG X – Chopping in a New
Dimension

KRONE has been building Forage Harvesters since 1977. At that

time due to lower horsepower tractors, KRONE started with

towed and hitched Forage Harvesters. The industrialization of

Agriculture has advanced in leaps and bounds and the farmers

began to specialize more and more. KRONE anticipated in many

trends and brought out new machines to the market, long before

the majority of Farmers asked for them. With the row-indepen-

dent Corn Harvester MC 16 B with 5' working width, KRONE

took the first step in higher productivity machines in the mid

1980s. Today we have taken leadership in, not only in

Horsepower, Productivity, but more importantly Chop Quality –

As what comes out the machine is what counts. We welcome

you to the new dimension of Forage Giants.
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On the market for only seven years and already distinguished several times for its innovations. Awards are nice to have, but the
goal is to satisfy and bring solutions to our Customers as this is the real endorsement. BiG KRONE thinking that is revolutionizing the
Forage industry: the BiG X from KRONE.

“The best compliment an Engineer can give is to copy your idea.” 
(Henry Ford, 1863-1947)

“When KRONE previewed the BiG X, it presented a fully new Forage Harvester
concept. The innovative features, for example – from to 1000 hp level or 14
rows that means more than a 10 meter (34'5") working width, and as standard,
road travel at 40 km/h (25 mph). Thanks to the innovative transmission with fully
automatic adaptive engine-transmission control allowing maximum speed on
the road with the minimum engine rpm – Eco mode, saving time and fuel up to
25%. Or think about the hydraulically driven feed rollers that enable the chop
length to be adjusted directly from the cab and also on-the-move. The KRONE
BiG X is innovative, comfortable and does not forget the basis for the best pos-
sible Chop Quality. The latest example of leadership is the synchronization of
two differing horsepower rated engines, that is within the heart of the
BiG X 800.
These are just some examples that KRONE has been for many years leading
the pack and heading in the right direction. The basis for our innovation force
is our highly qualified employees and our precious Customers. Your demand is
our duty, not for nothing I have called our BiG X as the “Listening Harvester”
from day one. And that is not going to be different in future either. The name
KRONE stands for closeness to Customers and this is the milestone for real
innovation”.

Dr. Bernard Krone



6

Two working widths of the Pick-Up are available either the 3 or the
3.8 m (9'8"-12'5"). We only build Heavy-Duty Pick-Up’s, as normal-
ly this head takes the most abuse, rough ground or operating in
heavy Winter Forage conditions. That’s why they come standard
with 6 tine rows and a tight tine spacing of 55 mm (21/4") guarantees
not only high Pick-Up capacity but also very clean pick-up. No crop
remains on the ground even at high working speeds!

The little things make the difference. With the pendulum suspen-
ded frame, all harvesting attachments adapt to the ground con-
tours. As standard, all the heads can be carried or pushed down by
simply dialing in the value desired into the control terminal, select
the pressure or connection angle and it automatically adjusts in mil-
liseconds. Peace of mind, sit back and enjoy the ride. When moving
from field to field, the lateral guide wheels are swung in hydraulical-
ly from the cab – more time saving ideas.

Easyflow: Totally Cam-Less
Pick-Up

30% Higher Speed for
Higher Throughputs

Adaptive Speed Matching of
the Head to Ground Speed 

Optimum Ground Adaptation
via a Pendulum Frame

With the all-new EasyFlow Pick-Up, KRONE is the first 
manufacturer Worldwide to offer a Cam-Less Pick-Up for harve-
sting equipment, operating completely without a cam-track. 
The tine carriers are welded directly to the rotor discs on 
the left and right-hand side of the Pick-Up. 
The traditional wear-intensive cam-tracks 
are now eliminated with EasyFlow. Thanks 
to the increased speed and outstanding 
crop lifting of Pick-Up the throughput 
increases even more on the Forager. 
More innovation and benefits that you 
can use to increase your profitability – 
More throughput and lower operating 
costs, a win-win situation. 

EasyFlow – The Ultimate Pick-Up
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Hydraulic drive with infinitely variable speed control for faster or
slower running, it has a very wide spectrum of 300 – 750 rpm, or
just activate the automatic speed matching – sit back and be
amazed at what it can eat.  The crop-flow starts at the front and the
better it feeds the better the Harvester operates.

Increase the daily output by 10% - Crop press rollers with an inte-
grated deflection plate are standard: the continuous crop-flow is
always guaranteed and crop jamming is prevented, even at fast
ground speeds. As it pushes the windrow down and flicks the crop
on to the tines helping to take out the lumps. Plus, the full automa-
tic management system lifts it out when reversing and it lowers
itself down when you start moving forward again – There are no
buttons to press, only press the stick forward - making life easier.

Another KRONE Exclusive: The Cam-Less EasyFlow Pick-
Up, forever eliminating the mechanism of the wear intensi-
ve cam-track control. With six rows of tines mounted on
supported tine carriers it is a high performance attachment
for a high performance machine.

More Outstanding Features as Standard:
- Adaptive speed matching of the head to the ground

speed, thanks to the hydraulic drive.
- Reversing after metal detection, the head reverses first

then the feed rolls – the benefit is easier and quicker to
find the metal.

- Two separate safety systems for the driveline: More
Safety, More Security & More Speed.
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This is the heart of the head, a clean cut ensures that the crop
quickly re-establishes and guarantees more output from the field.
The XDisc has a one-piece Cutterbar that is fully welded for
maximum durability and the wedge shaped edge of the Cutterbar
protects the Sward/ Stubble from damage. The large cross-sectio-
nal profile of the Cutterbar reduces the ground pressure and com-
paction, helping a quicker regeneration of the crop.

The massive intake auger guarantees efficient feed of the crop
to the feed rolls. With a diameter of 90 cm (35"), the XDisc works
without plugging even in very tall crops. Another plus is that the
head is fully enclosed to reduce crop losses but access to the
head is made in seconds by the easy-to-open protective covers.

XDisc – Do Two Jobs in One

Whole-Crop Silage is gaining more and more importance 

in Agriculture, as animal feed and as raw material in the 

bio-energy industry. 

The XDisc direct cutting system, which has a working 

width of 6.2 m (20'), has been developed for high

throughput direct harvesting. Working with the XDisc can

guarantee high performance harvesting without any crop

losses and outstanding cutting quality. These are just 

some points that distinguish this KRONE development 

from the rest.

6.2 m (20') Working Width

Direct Harvesting for Whole-
Crop Silage or Biomass

A Fully welded One-Piece
Cutterbar

Massive Auger Diameter 
for high Throughput without
Plugging
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No time is wasted hooking on this head. Just one driveshaft and
the machine is good-to-go. The beauty of this head is the drive-line;
it is straightforward, strong and has safety is built-in, the Cutterbar
has an overrunning clutch and the auger has a star ratchet – period!

The transport trailer has a long wheelbase and runs on two axles.
This enables simple and fast coupling and uncoupling of the
XDisc cutting system for transport. There are no axles under the
frame that are prone to damage when unloading and loading. The
specially developed transport trailer ensures safe transport even at
40 km/h (25 mph) with an integrated braking system.

The satellite driveline throughout the
Cutterbar was a KRONE invention –
imitated by many. The advantage is a
smoother operation and a cleaner cut,
as the discs are further forward and
have more area and time to cut the
crop. More safety and money saving
features are built into the cutting discs.
For example, the blades can rotate
360° to help protect them from rocks
or foreign objects, if they hit anything
they can simply swing out of action.
Also, the blade holders can be indivi-
dually exchanged instead of the com-
plete disc assembly. The XDisc has
Brawn & Brains.
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Stalk Control: The stalks are cut in a simple scissor-type manner.
The continuous rotation of cutting knives on the Collector, pulls the
Corn plants against the serrated stationary knives for a quick and
clean cut. The specially shaped tines of the Collector grasp the
plants and transport them to the feed rolls. The “Pick & Place”
tines ensure a trouble-free feed and also provide additional support
for the plants, which is very important when harvesting tall Corn.

Compact on the Road - Wide in the Field: These heads can be
simply folded hydraulically into transport position within seconds.
Another KRONE first, all the heads are rated to a transport speed
of 40 km/h (25 mph) getting you from field to field or location to
location faster. We keep you out in front. 

EasyCollect – The Name of Success

KRONE offers a completely new Corn head design that is truly

row-independent, working widths from 6 to 10.5 m (20'-34' 6") or

8, 10, 12 and 14 rows. Use the advantages of a harvesting head

with a larger working width, you can increase your productivity by

at least 5% day for day*. Not only will you increase your

throughput but more importantly sink your fuel consumption per

harvested ton up to 18%*. How is that possible? With a wider

header your forward speed is reduced and you utilize the engine

power for cutting, not for propelled the machine over the ground.

Also you get other positive effects like less tire tracks and a higher

degree of maneuverability, plus less time at the headlands.  

* “KRONE Maize Workshop 2006”: EasyCollect 6000 Vs. EasyCollect 1053

Row-independent
Harvesting: 
6 to 10.5 m (20'-34' 6")

Exclusive Collector
Principle for Better Forage
Quality

Low Weight & Power
Requirement

Up to 75% More Area
Covered per Pass*
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The heads are row-independent on the EasyCollect Corn heads,
they are also yield independent, and it doesn’t matter if its tall or
small Corn, it will harvest everything. Even in the toughest conditions
or in laid crop you are guaranteed to harvest it. That is dependabili-
ty you can rely on with the EasyCollect heads.

Amazing! Try picking one row, and even better the outside row.
Here is the proof of the outstanding feeding. We are cutting and
moving the plant over 5m (16+‘) and it has not fallen over or touched
the ground. Stalks first, the deflection roller pushes the plant bund-
le forward so that the stalks are guaranteed they are being fed “Feet
First”. The “Rolling Change-Over” guaranteeing a continuous
crop-flow.

Who wishes to break frontiers needs
courage and foresight! By using a 14
row Corn head compared to an 8 row
Corn head, you harvest 75% more
ground in one pass! This is a technolo-
gy break-through helping to break
down your bottom-line. Getting more
done and better done this is our goal
at KRONE. Expand your Horizons with
the widest Corns heads in the indu-
stry.
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820 mm

The two outer pre-compression rollers are
stainless steel and are both covered with
replaceable teeth. Also within the housing
there are wear liners that cover every
part that the crop will ever touch, this
reduces maintenance costs again. In fact
the complete machine is covered from
head to toe with wear liners, this is the
small but BiG difference of the BiG X.  

Peace-of-mind! The metal detector is integrated in the front lower roller. Six magnets
ensure precise location of metal even at the outer edges of the intake throat; the sensing
range can be adjusted to meet your requirements and is continuously self-calibrating for
100% reliability. The distance from the metal detector up to the Cutterhead is a huge
820 mm (32"). This provides more safety even at maximum chop length. With this long
distance metal objects cannot reach the Cutterhead!

Feed Rolls: The Magic 6

On Forage harvesters the chop quality has been already decided

by the crop intake. Therefore the feed rollers play a critical and

influential factor. Higher the pre-compression – higher the chop

quality. That’s why the KRONE design is very unique within this

area. Six large-diameter pre-compression rolls – instead of the

customary four – provides higher levels of compression. This

means that the crop is cut more easily and is precisely delivered

to the Cutterhead. Due to the infinite variable hydraulic drive, the

chop length can be adjusted remotely from the driver’s cab and

on-the-move. These feed rollers give you more control on what’s

going on, either it be the length-of-cut, metal detection or stone

detection the color EasyTouch board computer keeps you up to

speed in milliseconds.

6 Pre-Compression Rollers
for Better Forage Quality

Largest in the Industry - 
a Throat Volume of 158 l

Longest in the Industry –
Metal Detector 820 mm (32")
to Shearbar

4.6 tons of Pre-Compression
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With over 4.6 tons of compression force on the six rolls ensure
the crop is delivered as requested to the Cutterhead. This gives the
exact chop length you have dialed up, you select 18.8 mm you get
18.8 mm. As showed above this is the in-line crop feed within the
feed roll cabinet which is only delivered by the EasyCollect Corn
Heads. 

Chop length adjustment the on-the-move. You can quickly dial
up the chop length via the “SpeedDial” on the color EasyTouch ter-
minal or save two pre-sets on the small joystick for touch-and-go.
Further optimizing forage quality within crops of mixed maturity.

Baring our teeth – the vice grip. Once
in, there is no way back. This massive
throat opening ensures the BiG X
never goes hungry. With the largest in
the industry, a throat volume of 158 l.
We are guaranteeing throughput and
chop quality straight from the start.
These six feed rolls are HD – High
Definition!
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BiG X offers the perfect knife for every
application. The grass cutting knife has a
cross section that is thicker behind the cut-
ting edge to suit professional grass cuts
whereas the maize knife has a hard faced
edge for optimum cuts in maize. These
options make BiG X the perfect all-round
machine.

The knives are arranged in a chevron pat-
tern, which has two large advantages, 1st
the crop is cut easier, 2nd it starts bundling
the crop together and thus improving the
crop-flow. The 11° approach angle of the
knives to the shearbar guarantees to cut
the crop easier – just like a pair of scissors.
Another advantage for you on the 28 and
40 knife Cutterheads you always have a
knife that runs behind the shearbar = pure
safety & pure smooth operation. 

The Cutterhead concave is once again
another advantage. The fully adjustable
concave lets you fine-tune your machine
for maximal output. It doesn’t matter if you
are chopping sticky Alfalfa or tall Corn in
minutes you can adjust the concave ste-
pless all-round to get the blow you wish.
We are prepared.

Massive Effective Cutting
Width of 800mm (31.5")

The Correct Approach &
Departure Angles – Lowers
Power Requirement

More Safety & Smoother
Running – Knives behind
the Shearbar

Reduces Fuel Consumption
by 16.4%* with BioGas
Drum

Cutterhead – Making the Right Cut

How do you get the best possible forage quality and highest 
possible throughput into one operation? A simple answer: Design
the best possible Cutterhead to include a large, efficient cutting
process with an effective knife configuration. Here the BiG X sets
new standards: With a effective cutting width of 800 mm (31.5")
plus a weight of over 500kgs (1200lbs) and a cutting frequency of
your choice: 11000, 15400, 22000, 16800 or 24000 cuts/min.  But
lets talk about the angles, the approach angle of the knives to
shearbar is a massive 11° and the departure angle of the crop
under the knife carrier is optimized for exact crop flow. This means
the Cutterhead has Brawn & Brains. These details lower power
consumption and increase productivity levels, which stack up for
your daily operation. It has IQ built-in.
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The 20 knife Cutterhead is specially
designed for long chop on the BiG X 650 or
800 from a range of 5 to 28mm. This Cut-
terhead comes standard on the BiG X 500,
which gives a chop length range from 4.5
to 21mm with all knives fitted. 

The 28 knife Cutterhead is the universal
drum within the BiG X 650, 800 or 1000 for
a chop range of 3.5-20mm that fits for most
operations. Or if fitted with half knives gives
a maximum chop length of 40mm. In the
BiG X 500 this Cutterhead is known as the
BioGas drum that gives a chop length
range of 2.5 to 15mm.

The 40 knife Cutterhead is known as the
BioGas Drum within the BiG X 650, 800 or
in the 1000. The BioGas drum can guaran-
tee you higher throughput and lower fuel
consumption of up to 16%* when opera-
ting at 5 mm (1/4"). Chop length range of 3.5
to 17 mm. This short chop increases the
output of the BioGas power plants as the
crop converts quicker into energy. 

The design of the Cutterhead within
the BiG X have a large significance on
forage quality, crop-flow, low power
requirement and low fuel consumpti-
on. For example, the prefect departu-
re angle of the crop from the knife to
the kernel processor or to the dischar-
ge accelerator ensures the crop is not
carried around again, but it is been
ejected at the right time, decreasing
wear and increasing throughput. The
heavy knives are each fastened with
five bolts to the knife holders – for
maximum durability, we cut crop NOT
corners. The knives have elongated
holes for quicker, faster and precise
fitment. This considerably reduces the
time required for adjusting or changing
knives. The fastening bars are design
to take the wear NOT the knife, after all
the job of the knife is cut the crop.  

* “KRONE Maize Workshop 2006” held for leading international Agricultural Press.


