
Versatile: On request, the trailed mowers are also
available with a wide spreading hood. Clearly visi-
ble are the guide plates. They make sure that the
cut crop is spread over the entire working width 
dramatically speeding up the drying time. 

On request: The hydraulically driven cross-conveyor is available as
an optional accessory. To leave a double swath, the first run is
mown with the cross-conveyor hydraulically lifted. 

Tidy job: During the second run, the crop is placed, with-out tou-
ching the ground, onto the swath left there already. The resulting
swath is ideal for the subsequent collection by machinery such as
round balers, large square balers, forage wagons and precision
chop forage harvesters. 

Different regions, different requirements: That's why 
Krone trailed disc mowers are also available to a wide
variation in specification to match these local conditions.
The range includes not only, for example, the V-shaped
steel tine conditioner with wide spreading hood or the 
CRi roller conditioner, but also the cross-conveyor. 
Krone always delivers whatever is required in the field!

Two into one

does go!



Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Straße 10, D-48480 Spelle
Postfach 1163, D-48478 Spelle

Telefon: +49(0)5977 / 935-0
Telefax: +49(0)5977 / 935-339
info.ldm@krone.de
www.krone.de

� � � The KRONE agricultural machinery range:

Disc mowers

Rotary tedders

Rotary rakes

Self-loading wagons

Dual purpose loading wagons

Round balers

Baler-wrapper combination

Big square balers

Mower conditioners

Precision chop forage harvester

Technical specification may alter without prior notice,
some photographs may show optional equipment.
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Hay & Forage Technology
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� � � Trailed Disc Mowers

� � � 2800 CV, 2800 CRi, 3200 CV, 3200 CRi, 3210 CV, 3210 CRi, 4013 CV, 6210 CV



For top forage quality and maximum acreage

Making the cut! The Krone EasyCut mower bed is of a fully enclosed and 
welded construction. The wedge-shaped profile ensures the highest quality of
cut – even when the forage is flattened and the mower is working in less than
optimum conditions. 

Optimum protection! Both the wide skid shoes, fitted front to rear below the
mower bed and the replaceable wear blocks between the mower discs improve 
the cutting quality and protect the mower bed from damage. 
The result: a long service life. 

The new KRONE mover units are equipped with extremely slim cutting discs and
long curved blades, to optimise the flow of cut grass. The advantage: absolutely
precise mowing and consistent transfer of grass.

Features of the range!

• ‘Center of gravity’ mounting gives an even
surface pressure over the entire working
width 

• fully enclosed and welded mower bed with
wedge-shaped profile 

• over-dimensioned spur gears 

• EasyCut CV with integrated high-
performance conditioner with 
free-swinging V-shaped steel tines 

• lever change conditioner drive 
gearbox with speeds of 600 and 
900 rpm 

• EasyCut CRi with roller conditioner

• lateral drawbar steering with 
swivel gearbox

• EasyCut 3210 CV, 3210 CRi, 4013 CV and
6210 CV with central drawbar steering for
mowing to both left and right. 



Two in one: mower bed and conditioner are driven by one common gearbox. 
The integrated gearbox for the conditioner has two speeds: 600 and 900 rpm. 

Plenty of power: The main drive forces are transmitted by a series of large spur
gears. Auxiliary gears, positioned at the very front of the bed then satellite off
this main gear train to drive the mowing discs. This optimum overlap of the
cutting blades results in an absolutely perfect cut. 

Superb forage! A full width high-performance conditioner with free-swinging 
V-shaped steel tines and infinitely adjustable checker plate ensures an even 
conditioning right across the entire width resulting in an optimum forage 
treatment. 

The CRi roller conditioner: The full width profiled and intermeshing rollers are 
particularly suited to legumes and other leaf crops. The polyurethane plastic is
resistant to wear dramatically increasing service life. The lower roller being
always driven and the upper roller can be driven as an additional option.



The EasyCut 2800 CV and 3200 CV mowers are part of
the Krone range of compact trailed disc mowers and with
both these mowers extreme reliability and agility come as
standard: they guarantee being able to work non-stop and
thus achieve huge outputs in a working day. 
The machines, connected to the tractor by a lateral 
drawbar and pivoting gearbox allow for turning on the
spot and the ability to always mow ”around”. 
Like all Krone EasyCut mowers, these two models are
also equipped with the original Krone one-piece mower
bed. 

Turning on the spot! Proven in practice: The Krone trailed disc mowers, even
in restricted areas, prove their perfect maneuvrability. 

For optimum power and agility!

Always a top performance! The lateral drawbar means agility: Mowing
anywhere without interruption, no lifting and reversing, even in turns and 
corners. 

Advantage of the swivel gearbox: Large pivoting area and yet the position of
the main PTO shaft remains unchanged during the turn. 



Ready for transport: For transport, the machine is simply lifted hydraulically
and the drawbar is swivelled across – conveniently, of course, from the tractor
seat. 

Innovative: The mower is not only suspended from the center of the frame but is
also mounted at the center of gravity. The advantages: Always an even surface 
pressure over the entire working width with no lateral forces, lower fuel con-
sumption and hence higher economy and output. 

Super simple: The cutting height is set on a convenient spindle. Not only is this 
simple and fast but ensures the cutting height can be set with extreme accuracy! 

Great suspension: Using the central springs, the optimum surface pressure is
set across the entire working width. This allows the mower to be adjusted to
the individual ground conditions. 

Center of

gravity mounted



With a working width of 6.2 m (20 feet) and central
drawbar steering the EasyCut 6210 CV is a mower
capable of outputs higher than most mowers on the
market. Apart from a high work rate this machine
excels through maximum stability as well as a high
level of equipment and operating convenience. 
This makes the EasyCut 6210 CV as well the ideal
choice for contractor use because the period of
operation of a large horsepower tractor is extended. 
The high-performance conditioner creates the 
perfect forage quality. 

Big in performance and quality

The EasyCut 6210 CV has two mower/conditioner units working independently 
of each other. Both units are mounted from a pivot point at the center of gravity
and trail inside the twin frame. This results in the best possible contour follo-
wing and consequently, an even surface pressure across the entire working
width.

Simply strong: Mowing to the left-hand side, mowing to the right-hand side,
mowing in the tightest of turns and corners – the swivel gearbox provides an
ideal solution for high-output and sward-protecting work. The clearance between
tractor and swivel gearbox always remains the same, optimal for a long service
life of the PTO shaft.

Done in no time! Controlled from the tractor seat, this mower is moved 
hydraulically from working to transport position. The narrow transport width
2,990 mm (10 feet), good towing performance and compressed air braking
provide for safe road transport.

Fast from work to

transport position!



You have the choice: The centrally steered drawbar,
which can be swivelled hydraulically, allows for
mowing both on the left and right-hand side of the
tractor. When cutting large fields mowing ”up and
down” (from one side of the area to be mowed to the
other) offers the advantage of time saved driving at
the headlands and is frequently used.

Clean work: the mower beds are in an offset arrangement and the large overlap
of the cutting knives in the area between the beds always provide perfect
mowing, even on uneven ground and when turning. No crop is left standing.

For super forage! The integrated high-performance conditioners with free-swin-
ging V-shaped steel tines condition the crop over the entire working width. The
speeds of the conditioners are selected on the lever change gearboxes (600 or
900 rpm). Guide plates, which are available as an optional accessory, allow for
wide spreading and thus the acceleration of the drying process.

Just as you like!



Technical specifications 

Type EasyCut EasyCut EasyCut EasyCut EasyCut EasyCut EasyCut EasCut 
2800 CV 2800 CRi 3200 CV 3200 CRI 3210 CV 3210 CRi 4013 CV 6210 CV

Working width appr. mm 2.710 / 9Õ 2.710 / 9Õ 3.140 / 10Õ4Ò 3.140 / 10Õ4Ò 3.140 / 10Õ4Ò 3.140 / 10Õ4Ò 4010 / 13Õ 6.200 / 20Õ8Ò

Transport width appr. mm 2.565 / 8Õ6Ò 2.565 / 8Õ6Ò 3.000 / 10Õ 3.000 / 10Õ 3.000 / 10Õ 3.000 / 10Õ4.000 / 12Õ10Ò 2.990 / 9Õ11Ò

Conditioner Free-swinging Roller Free-swinging Roller Free-swinging Roller Free-swinging Free-swinging

V-flails V-flails V-flails V-flails V-flails

Drawbar mounting side side side side centre centre centre centre

No. of discs/top hats 4+2 4+2 5+2 5+2 5+2 5+2 7+2 10+4

No. of knives/disc 2 2 2 2 2 2 2 4

Output appr. ha/h / acr./h 3.0-3.5 / 7.4-8.6 3.0-3.5 / 7.4-8.6 3.5-4.0 / 8.6-9.9 3.5-4.0 / 8.6-9.9 3.5-4.0 / 8.6-9.9 3.5-4.0 / 8.6-9.94.5-5.0 /11.1-12.4 7.0-8.0 /17.3-19.8

PTO input speed U/rpm 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000

PTO input speed 540 U/rpm on request on request on request on request on request on request on request -

Weight appr. kg/lbs 1.760 / 3872 1.720 / 3784 1.860 / 4092 1.900 / 4092 1.980 / 4356 1.920 / 4224 2.140 / 4717 4.600 / 10120

Power consumtion from kW / HP 51 / 70 51 / 70 59 / 80 59 / 80 59 / 80 59 / 80 76 / 103 112 / 150

Hydraulic connestions 1 x s/a      1 x s/a     1 x s/a    1 x s/a 1 x s/a     1 x s/a    1 x s/a 2 x d/a

1 x d/a 1 x d/a 1 x d/a 1 x d/a 1 x d/a 1 x d/a 1 x d/a

Tire equipment 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 15.0/55 Ð 500/45 Ð 

(working) 15.3 15.3 15.3 15.3 15.3 15.3 17 22.5

Tire equipment 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 11.5/80 Ð 15.0/55 Ð 15.0/55 Ð 

(transport) 15.3 15.3 15.3 15.3 15.3 15.3 17 17

Wide spread Optional - Optional Optional Optional - Optional Optional

vanes equipment equipment equipment equipment equipment equipment

Cross conveyor - - Optional Optional Optional - - -

equipment equipment equipment

Air pressure system - - - - - - - Twin line

air

breaking

Conditioner speed U/rpm 600 / 900 850 600 / 900 850 600 / 900 850 600 / 900 600 / 900

Rotor diameter 642 / 2Õ1Ò - 642 / 2Õ1Ò 642 / 2Õ1Ò 642 / 2Õ1Ò - 642 / 2Õ1Ò 642 / 2Õ1Ò

Roller diameter - 2 x 250 / 10Ò - 2 x 250 / 10Ò - 2 x 250 / 10Ò - -

Conditioner width mm 2.050 / 6Õ10Ò 2.050 / 6Õ10Ò 2.500 / 8Õ4Ò 2.500 / 8Õ4Ò 2.500 / 8Õ4Ò 2.500 / 8Õ4Ò3.370 / 11Õ2Ò 2 x 2.500 / 8Õ4Ò

All illustrations, dimensions and weights do not necessarily correspond to the series model and are non-binding.


