
Versatile: On request, the trailed mowers are also
available with a wide spreading hood. Clearly visi-
ble are the guide plates. They make sure that the
cut crop is spread over the entire working width 
dramatically speeding up the drying time. 

On request: The hydraulically driven cross-conveyor is available as
an optional accessory. To leave a double swath, the first run is
mown with the cross-conveyor hydraulically lifted. 

Tidy job: During the second run, the crop is placed, with-out tou-
ching the ground, onto the swath left there already. The resulting
swath is ideal for the subsequent collection by machinery such as
round balers, large square balers, forage wagons and precision
chop forage harvesters. 

Different regions, different requirements: That's why 
Krone trailed disc mowers are also available to a wide
variation in specification to match these local conditions.
The range includes not only, for example, the V-shaped
steel tine conditioner with wide spreading hood or the 
CRi roller conditioner, but also the cross-conveyor. 
Krone always delivers whatever is required in the field!

Two into one

does go!



Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Stra§e 10, D-48480 Spelle
Postfach 1163, D-48478 Spelle

Telefon: +49(0)5977 / 935-0
Telefax: +49(0)5977 / 935-339
info.ldm@krone.de
www.krone.de

� � � The KRONE agricultural machinery range:

Disc mowers

Rotary tedders

Rotary rakes

Self-loading wagons

Dual purpose loading wagons

Round balers

Baler-wrapper combination

Big square balers

Mower conditioners

Precision chop forage harvester

Technical specification may alter without prior notice,
some photographs may show optional equipment.
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Hay & Forage Technology
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� � � Trailed Disc Mowers

� � � 2800 CV, 2800 CRi, 3200 CV, 3200 CRi, 3210 CV, 3210 CRi, 4013 CV, 6210 CV



For top forage quality and maximum acreage

Making the cut! The Krone EasyCut mower bed is of a fully enclosed and 
welded construction. The wedge-shaped profile ensures the highest quality of
cut Ð even when the forage is flattened and the mower is working in less than
optimum conditions. 

Optimum protection! Both the wide skid shoes, fitted front to rear below the
mower bed and the replaceable wear blocks between the mower discs improve 
the cutting quality and protect the mower bed from damage. 
The result: a long service life. 

The new KRONE mover units are equipped with extremely slim cutting discs and
long curved blades, to optimise the flow of cut grass. The advantage: absolutely
precise mowing and consistent transfer of grass.

Features of the range!

¥ ÔCenter of gravityÕ mounting gives an even
surface pressure over the entire working
width 

¥ fully enclosed and welded mower bed with
wedge-shaped profile 

¥ over-dimensioned spur gears 

¥ EasyCut CV with integrated high-
performance conditioner with 
free-swinging V-shaped steel tines 

¥ lever change conditioner drive 
gearbox with speeds of 600 and 
900 rpm 

¥ EasyCut CRi with roller conditioner

¥ lateral drawbar steering with 
swivel gearbox

¥ EasyCut 3210 CV, 3210 CRi, 4013 CV and
6210 CV with central drawbar steering for
mowing to both left and right. 














