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The process starts after many discussions
as KRONE employees are in close contact
with customers and sales partners. They
jointly analyze markets, trends and machi-
ne requirements. 

New machinery is designed with the aid of
the latest computer technology. Thanks to
innovative design programs the machine
can even be simulated in operation on the
screen. In this way the machine can be
continuously optimised even during the
design phase. 

Now is the time for the construction of a
prototype with experienced technicians
producing the first prototypes by hand so
that, in close cooperation with the desi-
gners, all components are assembled for
the first time to produce that new KRONE
machine.

KRONE – a successful tradition 
for more than 100 years

The name KRONE has been an icon in agricultural technology

for the past century now. Starting out as a small blacksmithing

company, KRONE has developed into a leading forage crop 

specialist. The right combination of ingenuity, proximity to 

customers and competence is responsible for the company’s

long lasting success. Numerous innovative unique selling point

characteristics are a powerful testimonial to this quality and

customer-orientated corporate philosophy.

Competent

Innovative

Local presence



3

• • •

No computer simulation can fully replace
practical working therefore KRONE puts
its new machines through their paces all
over the world and under all conditions.
Only in this way is it assured that the ardu-
ous testing has covered the complete
spectrum of the machine’s field of ope-
ration.

Quality pays for itself. For this reason, we
check and document, whenever possible,
all processes during manufacture.
Moreover, KRONE even has its products
tested off the assembly line by indepen-
dent inspectors.

Satisfied customers all over the world con-
firm that this expense pays with a continu-
ous dialogue being just as important as
continuous quality control and it is not for
nothing that, in the meantime, the name of
KRONE stands out worldwide for outstan-
ding forage harvesting technology – Made
in Spelle, Germany.

Early recognition of trends, main-
taining close dialogue with custo-
mers and as always, reacting in a
trend-setting manner in the mar-
ket are all competencies that cha-
racterize KRONE. For example the
rotary rake, where in this case,
Krone designed robustness into
the machines from the very begin-
ning and this has been well pro-
ven and tested over the years
even in heavy silage crops. With
an enclosed cam track and fluid
grease filled, maintenance-free
rotor drives KRONE was able to
meet the demands made in prac-
tice way back in 1989. This is
what distinguishes KRONE philo-
sophy – listening very carefully to
the demands of farmers and wage
paying customers and integrating
these practical ideas into their
machinery in a quick and innovati-
ve manner.



6

8

12

14

20

� � �  

� � �                         � � � 

� � � 

� � �                          � � 

� � �

The rotor is at the
heart and one can
count on it.
Functionality and design of the
enclosed rotor.

Swadro 35   38   42   46
Three-point linkage mounted, 
single rotor rakes  
– working widths of 3.50 m to 4.60 m
(11 to 15 feet).

Swadro 46 T
Trailed single rotor rake
– working width of 4.60 m (15 feet).

Swadro 700 800 900
Trailed twin rotor centre delivery rakes
– working widths of 6.80 m to 8.80 m
(22 to 29 feet).

Swadro 1000
Trailed twin-rotor centre delivery rake 

-working widths of 8.90 m to 10 m. 
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Swadro 710/26 T
Trailed twin rotor side delivery rakes
– working widths of up to 6.20m (20 feet) with single
swaths, or 2 x 3.40 m (11feet) with double swaths.

46 Swadro 807   810
Trailed twin rotor side delivery rakes
– working widths of up to 6.20 m (20 feet) with 
single swaths, or 2 x 3.70 m (12 feet) with double
swaths.

Swadro 907
Trailed twin-rotor side delivery rake
– working width of 8,00 m

Swadro 1010
Trailed three rotor side delivery rake
– with a working width of 9.70 m 
(32 feet).

Swadro 1400
Gezogener Vierkreisel-Mittelschwader mit einer
Arbeitsbreite von 11,00 m bis 13,50 m.
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Dura-Max: the cam-track, double harde-
ned and impact resistant strength, is made
from Bainite-hardened cast iron to ensure
a high abrasion resistance while being
completely maintenance-free. This cam-
track comes with a three-year warranty.

For perfect swathing: the control of the
tine arms is performed via large dimensio-
ned, sealed for life cam follower rollers.
The contour of the cam track stands for
smooth performance and exemplary for-
med box-shaped swaths.

Innovative: the tine mounting bearing
cases are made of aluminium. This saves
weight and still guarantees the highest of
rigidity. The large spacing between the
grooved ball bearings increases load
capabilities – a clear advantage when in
heavy crops.

Fluid grease filled rotor
drive gearboxes

Enclosed rotor housings:
completely maintenance-free

Rotor and tine arms 
free of grease nipples

Dura-Max, the double 
hardened cam track

Tine arms with extra strong
profile tube

One can count on it.

In order for work to run smoothly in the field, competent 

preliminary construction work must have been performed. 

High quality, excellent workmanship and innovative details

are characteristic for all KRONE products. Of course, this

is also true for the Swadro model rotary rakes – the name 

synonymous for performance and smooth 

output.
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Quick and simple: assembly and disas-
sembly of the complete tine arm with
bearing and cam follower roller. After
removing only two bolts the complete unit
can be pulled out of the rotor. The removal
of two hollow roll pins means that the
outer end of the arm can also be
exchanged.

For clean working: with four trailing double
tines each per tine arm. The thick-walled
tine arms and the 9.5 mm (3/8”) thick tines
with their large coil diameter stand for a
long service life, resilience and robust-
ness.

Maintenance-free and continuously lubri-
cated: The Swadro rotors are driven via
completely enclosed, liqid grease filled
bevel gear drives. This ensures a uniform
and optimum lubrication and further lubri-
cation via a grease gun is not necessary.

Grease nipples on the gearbox, the
cam-track, or on the tine arms? No
thank you! KRONE rotary rakes not
only provide an optimum of perfor-
mance, but of course, also where
maintenance is concerned, the cam-
track, cam follower rollers and the
tine arm bearings all operate in a
enclosed housing and require no
maintenance. The Dura-Max special
hardened cam-track, the large cam
follower rollers, the extra strong tubu-
lar tine arms and their bearings in alu-
minium housings are built to with-
stand the highest of forces in heavy
forage and thus increase profitability.
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SWADRO 35 38 42 46

Tandem axle as standard
equipment

Self-centralizing when 
raised

Fold-in tine arms

Three-point linkage mounted Single Rotor Rakes.

On big tyres: the Swadro single rotary rake
is optimally equipped with its 16 x 6.50,
6 ply super balloon tires. Not only do these
tires improve the balance but also reduce
the depth of any potential wheelmarks.

This one balances out: the Swadro single
rotary rakes have a tandem axle as stan-
dard equipment with the wheels mounted
as close to the rotating tines as possible.
This guarantees the best contour following
and cleanest raking on uneven ground.

Absolutely clean. Nothing is left behind on
the ground, not even in heavy silage. The
basic rotor inclination is adjusted on one
side via a series of holes.

Shock absorbing link-rods
with interior compression
springs

Feels at home in many applications: the three-point linkage

mounted Swadro single rotor rakes with working widths of

3.50 m to 4.60 m (11 to 15 feet). Their exemplary robust-

ness and unique technology are convincing and offer many

of the technical features 

proven in the KRONE 

large-scale rakes.
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Perfectly guided: an additional, height
adjustable castor support wheel is availa-
ble as an option so that when fitted the
rotor is aligned even better to the ground
contours especially on undulating ground.

Optimally controlled: different top link pin
positions ensure the optimum guidance of
the rotor under any condition. When utili-
sing the front support wheel the elongated
hole is chosen for the top link for additio-
nal float potential. 

Easy adjustment: the final adjustment of
the working height of the rotor is infinitely
adjustable. This is being done quickly and
easily from the tractor seat by means of a
crank handle. The result is clean crop
transfer without anything left behind.

It starts with the running gear: the lar-
ger the rotor circumference, the more
important the running gear becomes.
For clean raking the tines must travel
across the entire working width at a
uniform height above the ground.
Ground unevenness or ridges may
cause forage contamination, which in
turn can lead to a severe deterioration
in silage quality. For this reason
KRONE offers a balanced tandem
axles as standard equipment on its
range of single rotor rotary rakes. For
a much improved contour following a
front support wheel is available as
optional equipment. Perfect in work: using up to 13 tangentially arranged tine arms, the SWADRO 35 to 46 sin-

gle rotor rakes deposit the crop in clean, even swaths.
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Always the optimal swath width: the
adjustment of the swath curtain is simple.
Depending not only on the heaviness of
the crop, but also on the desired swath
width, the swath curtain can easily be
extended or retracted via a telescopic link
arm.

Extremely agile: with the trailing, self-stee-
ring headstock the KRONE rakes are
capable of mastering even the tightest of
curves. Thanks to a combination of pivot
angle and shock-absorbing link rods the
rotary rakes are highly agile with a steering
angle of approximately 20°.

Damped is better: shock-absorbing link
rods ensure a smooth trailing action under
all conditions, in curves, at high speeds,
as well as when raking downhill.

Agile – through and through: every-
thing is picked up and nothing lost.
With a steering angle of 20° the cor-
ners are also covered as the following
rotor will not miss anything forming
perfect swaths still, even in the cor-
ners. This is a key advantage, becau-
se KRONE Swadro single rotor rakes
are often utilized in small, winding
fields.

Tracks true: In any curve KRONE Swadro single rotor rakes always follow the tractor.
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Comfortable and automatic: the machine
is lifted for transport. For this purpose, the
shock-absorbers come to a stop and
secure the rotor in the center position
behind the headstock. No securing the
rake by hand is necessary.

Practical: a large over-dimensioned tensi-
on spring eases the lifting of the swath
curtain up into the transport position.
Simultaneously, the rotor is prevented
from turning by a locking strap. This ensu-
res the low transport width with its lateral-
ly folded tine arms is maintained.

Easy as pie – wide in the field, narrow on
the road: the outer tine arms are folded in
for road transport. This is done quickly and
easily – effortlessly.

Safe on the road: high traffic volumes
and faster tractor speeds make high
demands on mounted machinery with
regard to traffic safety. KRONE swat-
hers meet these demands fully. With
folded tine arms and a fold-away
swath curtain Swadro single rotor
rakes are quite compact and can be
converted for road transport quickly
and safely.

Competent on the field, compact on the road: these properties are characteristic of all
rotary rakes from KRONE.
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SWADRO 46 T

Large working width

Low power requirement

Drawbar with parallelogram
control

Easy hitching on and off

Tandem axle with 18” tires 
as standard equipment

The Single Rotor Rake as a trailed variation.

Jammed on the drawbar? This won’t hap-
pen with the parallelogram controlled,
height adjustable drawbar for the tractor
drawbar or pick-up hitch. The hydraulic
cylinder on the drawbar keeps the front of
the rotor in a horizontal position during
connecting and lifting.

Aiming high: the lifting of the rotor is done
hydraulically. The construction of the tan-
dem running gear and the lifting cylinder
linkage means a high ground clearance of
around 600 mm (23 inches) – ideal for
driving over already deposited swaths.

Everything is picked up: the adjustment of
the working height is simple and is done
via extendable, adjustable supports where
a simple pin and clip is slipped into a
series of holes.

National and international demand for a trailed single 

rotor rake with a large working width and proven Swadro

technology caused KRONE to include the Swadro 46 T

into its rake program. With the Swadro 46 T, 

the tandem axle also serves in 

transport as running 

gear on the road.



• • •

13

The tandem axle with large dimensioned
18” super balloon tire as standard equip-
ment: Even in heavy forage crops every-
thing is picked up, the transverse rotor
angle can also be fine-tuned via a spindle.

For the best results when raking in all con-
ditions: the optional front support wheel.
It trails – which is ideal for tight curves. The
working height can be easily adjusted with
a pin adjustment in a hole segment.

Narrow for transport: the side tine arms
can easily be folded in. This makes the unit
compact providing safety on the road.

In the case of a single rotor rotary
rake the limiting factor is not normally
the PTO power but that the weight on
the front axle is often too little. As a
trailed machine, the Swadro 46 T
offers the perfect solution for this and
enables the utilisation of smaller and
lighter tractors even in hilly situations.
The Swadro 46 T makes the ideal
impression with its low power require-
ment and a large working width. The
coupling on and off the pick-up hitch
or tractor drawbar could not be
easier.

Quickly and safely down the road at 40 km/h (25 mph): this can also be achieved with 
a small tractor. There is no potential snaking and the tractor’s steering behaviour is not
affected.
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Swadro 700 800 900

Optional cardanic
suspension

KRONE Jet-Effect

Optional electric tine
height adjustment

Wide wheel base running
gear with over-sized tires

Fold-away tine arms
for transport

The professional Centre Swath Rakes.

In order for work to run smoothly in the field, competent

design and build quality must be right from the start. 

With KRONE you can rest assured that you will always

have to hand first-rate machinery, the technology of which

is impressive. This is also true for the KRONE center 

swath rakes with working widths of 

6.80 to 8.80 m (22 to 29 feet). 

They are easy to service 

and maintain, 

work-hungry, yet 

gentle on both forage 

and swath.

The basis for a long service life: The Cat I
and II lower link hitch points are solidly
designed and the headstock connected
via the pendulum suspension. The PTO
shaft cannot be damaged by inadvertently
lifting the lower link arms.

Following contours: The ball-hitch pivoting
suspension system and a guide roller in an
elongated hole provide for perfect ground
contour following and maximum main
frame adaptation to any terrain – irrespec-
tive of the current headstock position.

A single axled undercarriage for the
Swadro 700 with 18 x 8.50 – 8/6 PR-RT
tires comes as standard equipment: the
large tires of the extra wide axle run close-
ly to the working tines, which is ideal for
clean raking.
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Gentle and efficient: a center swath
rake provides advantages, where
forage quality is concerned. It opera-
tes in a very clean fashion, because
the forage is handled from both sides
only across one rotor width. The box-
shaped, extremely uniform swaths
are ideal for feeding into following
harvesting machinery. With a center
swath rake, one can drive fast and
achieve a large raked area. The
Swadro 900 with its big diameter
rotors and 13 tine arms on each is a
high output machine easily attaining
work-rates of approximately 8.5 hec-
tares (21 acres) per hour. The Swadro
700, 800, and 900 are highly impres-
sive with their simple operation, very
good driving and tracking properties
and their compact, clearly arranged
design.

Clean: because the forage is handled by only one rotor. KRONE Swadro twin rotor cen-
tre swath rakes deposit the forage in an airy, loose manner without any roping.

Wide track: the tridem axle is gentle on the
swath and makes for clean forage. The
front wheels are castor-steered and con-
nected to a track rod. This results in
smooth running whereas the fixed rear
wheels stabilize the driving behavior on
slopes.

Guided well: additional wheels for the tri-
dem axle come as standard equipment
with the Swadro 900. In this way, the rear
axle acts like a tandem bogey, balancing
the chassis and ensuring clean raking,
even with a large rotor circumference.

Adjustment of the transverse angle: the
rotors can be adjusted in height quickly
and easily on one side only of both the
single and tridem axle, ensuring that no
crop is left behind, even in the heaviest of
forage.
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Using equal ground pressure across the entire width: because the rotor is suspended
from a central position over the main rotor gearbox the tines leave the ground parallel to
the transverse driving direction during lifting. The result: central suspension stands for
clean forage.

With trailed rotors: the rotor suspension
placed behind the mounting arm leads to
an ideal lifting behavior in combination
with the cardanic suspension with the
advantage that the tines cannot damage
the swath.

The KRONE Jet Effect: clean lan-
ding, clean start! The trailing rotor lin-
kage, combined with the cardanic
suspension, makes perfect sense: as
when the rotor is lowered, the rear
wheels of the tridem axle touch the
ground first and then the front wheels
– when lifting this occurs in the rever-
se order. This is why the tines are
unable to drop into the ground,
damaging the swath or contaminate
the forage during the lowering and
lifting process. This KRONE solution
guarantees high quality forage.
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The production of high quality forage
requires professional crop technolo-
gy. A professional will not only pay
attention to high work-rates, but also
to the quality of work, which repre-
sents a key contributing factor to
optimizing profits. In order to meet
these requirements, KRONE Swadro
700, 800, and 900 rotary rakes may
be custom-equipped according to
individual needs. Many meaningful
add-ons, such as the cardanic sus-
pension of the rotors, the tridem axle
running gear and the variable height
adjustment via electric motor ensure
the cleanest raking operation, thus
guaranteeing high quality basic fora-
ge and ensuring your success.

With the KRONE Swadro 700, 800, and 900 twin rotor rakes one can rest assured of  a

smooth running of the basic foraging process.

Cardanic suspension as standard! The

plate with an elongated hole allowing a

free pendulum in direction of travel. From

this point, the tridem axles guide the car-

danic linked rotors. 

Contaminated forage is unacceptable: Cardanic suspension is perfect for the production

of high quality forage. The cardanic suspension means that the rotors optimally follow all

ground contours, even lengthwise in the driving direction and this ensures that the pre-

determined working height is better maintained especially when working in uneven

ground. This will pay for itself in a very short time. The tines follow the ground contours,

operate cleanly and endure less stress. The KRONE Swadros leave nothing behind on the

ground, not even in hilly or undulating terrain. 
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Ease of use: a single-acting tractor valve is
sufficient in order to fold in the rotors of
the Swadro 700, 800, and 900 either
together, or separately. The desired functi-
on pre-selection is made via a change-
over valve.

Convenient: the electronic control unit for
the Swadro 700, 800 and 900 as optional
equipment. It fulfils two functions: One is
working height adjustment via electric
motor, the other is the pre-selection of the
individual right and left hand rotor lift.

These will tackle any job: Over-dimensio-
ned, single-acting hydraulic cylinders fold
the rotors into the headland or transport
position. Rope operated latches lock the
rotors into the transport position.

Whenever high performance is
demanded, ease of use should also
leave nothing to be desired so, with
this in mind, KRONE has equipped
the center rakes accordingly. The
optional working height adjustment
via electric motor, the lifting of the
rotors into the transport and headland
position, individual rotor lift on the
Swadro 700, 800, and 900, as well as
working width adjustment for the
Swadro 800 and 900 can all be actua-
ted from the tractor seat. The driver
can also alter the respective settings
quickly while raking. This is comfort
that eases workload, quality of work
and increases efficiency.

At the headland: the driver is able to quickly lift a rotor up from the tractor seat.
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Swathing with only one rotor: the Swadro
also meets this requirement. The possibili-
ty of working with only one rotor is often
demanded in cases where there is little
crop, in running short work and around the
edges of fields to be swathed.

Variable in width: matching the swath to
the following harvesting machinery will
increase their performance and reduce
processing costs. Double-acting hydraulic
cylinders enable continual working width
and thus swath width adjustment on the
Swadro 800 and 900.

Low transport height: for transport on
public roads, for passing through low
underpasses and under bridges, the upper
tine arms can be folded in, thereby drasti-
cally reducing the transport height.

Moving from job to job at 40 km/h
(25 mph) – thus saving time and
money. The KRONE 700, 800 and 900
twin rotor rakes are all equipped with
transport running gear approved for
speeds of up to 40 km/h (25 mph).
This feature pays off especially when
rain is expected and a quick transfer
is necessary.

The wide track of the running gear and the large 10.0/75-15.3 8PR tires are well thought
through with a maximum speed of 40 km/h (25 mph) in mind and provide the ideal safety
at fast speeds.
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The centre delivery rake with 10 m working width  

Swadro 1000

15 tine arms per rotor

Variable 8.80 m -10,00 m 
working widths

8 castering wheels on wide
bogies

Electric height control

Cardan rotor suspension

Overrunning clutch 
protected rotor drives

Swadro 1000 is the KRONE centre delivery rake for high-output

and high-acreage operations. Boasting two rotors with 15 tine

arms each, it rakes up to 10 hectares per hour. The variable 

8.80 m -10,00m working width adjusts hydraulically via teles-

coping arms. The maintenance-free rotors with cardan suspension 

and the ground hugging bogies with 

eight castering wheels combine 

with a superb operational comfort 

to make this centre delivery 

rake a flexible and high-output 

machine.

High output, superior comfort and ultimate
stability – thanks to the maintenance-free
rotors, each equipped with 15 tine arms,
the Dura-Max cam track, large guide rollers
in permanently lubricated bearings and
widely spaced deep groove ball bearings in
the Aluminium tine holder housings.

Straightforward and simple: The operator
removes just four bolts and then pulls the
tine arm from the rotor together with its
bearings and guide roller. To replace the
outer arm end, he simply removes two hol-
low pins.

Height control on the move: Operators
adjust the work height fast, steplessly and
accurately from the control unit and via
electric motors, a convenient system that
offers ultimate flexibility in varying con-
ditions.
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Swadro is KRONEÕs response to mar-
ket demands for a centre delivery rake
with two rotors and wide working
widths.Thanks to their special build
and straightforward design, the rotors
offer easy operation and high work
rates as they rake the crop to uniform
swaths. Boasting 15 tine arms on each
rotor and 4 double tines on each arm,
Swadro 1000 achieves highest area
outputs and perfect swaths that maxi-
mize the efficiency of the following
harvester. Slightly tilted to the side, it
allows precise adjustment for cleanest
work.

No crop loss: The tandem-axle bogies on

Swadro 1000 run on eight wheels  for opti-

mum ground hugging and cleanest rakes.

The freely swivelling wheels provide positi-

ve tracking even in the tightest bends.

A serious machine: The trapezoidal main

frame is strong and durable. The tine arms

fold up to a transport height of less than 4

metres and the transport chassis is appro-

ved for 40 km/hr for swift travel from one

field to the next.

Excellent tracking: The machine features

forced steering for superior tracking around

bends. The system consists of a tie rod,

which is attached to the two-point head-

stock and safely steers the wide-tracking

chassis on large 15.0/55-17/10 PR tyres

around the tightest bends.
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SWADRO 710 T
The variable Side Swathing Rakes.

For a safe connection to the pick-up hitch

or to the tractorÕs trailer eye: the drawbar

can be adjusted in height with the hitch

being controlled via a parallelogram linka-

ge. The hydraulic cylinder on the hitch

keeps the front rotor level during mounting

and lifting.

With tandem axle: a broad layout with 18"

tires for optimum contour following. For

the best possible slope stability, the front

tires are each positioned in the farthest

outer position. Adjustment of the working

height is carried out via adjustable sup-

ports that are positioned with pins up a

series of holes.

Rotor inclination adjustment: clean forage

movement without loss must be ensured

even in the heaviest of forage. The trans-

verse slope of the rotor can easily be adju-

sted via a spindle so that each rotor  works

cleanly because as the crop is transferred

in the direction of the swath curtain the

tines have to move more mass.

Single and double 
swathing

Swathing to the right

Variable working width

Cardanic suspension
of rotors

Hydraulic swath curtain
adjustment

13 tine arms per rotor
for Swadro 710/26 T

The KRONE 710/26 T twin-rotor side delivery rake with 

13 tine arms not only offers excellent value for money but

excellent quality of work. Swadro 710/26 T forms single

and double swaths as well as two narrow swaths. Naturally

it offers a hydraulic system that adjusts the main frame to

set the work width and thus swath width.
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Ein Schwad aus 6,2 m
Zwei Schwaden aus 6,8 m
Ein Doppelschwad aus 12,4 m

Drei Funktionen Ð
Vielseitig einsetzbar!

In position for single swathing towards the

right: ideal for harvesting machinery with

large intake capacity and in light yielding

crops.

Rear rotor over to the left Ð rear rotor over

to the right: this is done quickly and easily

with the hydraulic pivoting cylinder from

the tractor seat. The working width during

single swathing can also be varied via this

cylinder.

Over to the left and in position for twin

swathing: ideal for harvesting machinery

with a low intake capacity, for voluminous

forage with a large mass, or for overnight

swathing.

Double swathing.

Twin swathing.

Single swathing.

One 6.20 m (20 feet) swath 

Two 3.40 m (11 feet) swaths 

A double swath of12.40 m (40 feet)

Three functions Ð
Versatile application
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Ingenious solution: A cardanic linkage of

the front rotor via a float position on the

hydraulic cylinder integrated in the draw-

bar and for the rear rotor via an elongated

hole on the rotor suspension. The impres-

sive result: a large pendulum travel for the

best rotor following.

The cardanic rotor suspension: this is swathing technology at its finest. The cardanic sus-

pension of the rotors ensures that the rotors always optimally follow the ground conditi-

ons, both side to side and for and aft. The KRONE Swadros pick up all the crop in a clean

and tidy manner every time, whether in hilly or rolling terrain leaving nothing behind.

Approved for 40 km/h (25 mph): a quick transfer and therefore low transport times is the essential criteria that increases mach inery work-

rates. The wide tracked tandem axles with 18" tires provide the ideal travelling behaviour at high driving speeds.
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Front support wheels for perfect rotor gui-

dance in combination with the cardanic

linkage: they are trailing, adjustable in

height and additionally, depending on the

amount of forage, can be moved sideways

if necessary.

It holds up: the main frame with its box-

section profile is robustly designed to

withstand huge stresses. This provides a

safety margin when  driving at high speeds

on poor quality roads and while working

under difficult conditions.

Comfortable: the hydraulic swath curtain

adjustment for the rear rotor. The adjust-

ment for differing swath widths is done

from the tractor seat. For road transport,

the curtain is retracted hydraulically.

Perfect Ð swathing to the right: since the operating controls are also grouped on the right

side of the tractor cab, these rakes provide the highest degree of driver comfort.

Reasons for choosing Swadro 710 T
with 26 tine arms: It is versatile. The
working width is variable for single
swathing. Furthermore, two indivi-
dual, small swaths may be left during
one operation, which is ideal for tidy-
ing up at night, or for following  harve-
sting machinery with a low output
capacity. Experts report that the 710 T
makes possible, extremely accurate
to and fro swathing. Also lauded are
the compact transport dimensions,
the easy assembly and disassembly,
but also the lack of any need to con-
vert from work to the transport posi-
tion.
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Swadro 807 Swadro 810

Swadro 810: single and
twin swathing

Cardanic rotor linkage

Wide gauge running gear
with steered rear axle

Fold-in tine arms 
for the Swadro 810

The twin rotor Side Swathing Rakes.

Variably adjusting the working height: As

standard equipment, a spindle quickly and

comfortably adjusts the working height of

each rotor thus ensuring the best raking

effect under any condition.

The electronic control box with electrical

actuators for the adjustment of the wor-

king height is available as an option for the

Swadro 810. The box fulfils two functions:

the in-cab adjustment of the working

height and the pre-selection of the indivi-

dual left or right hand rotor lift.

On-the-move working height adjustment:

the Swadro 810, when equipped with the

optional actuators makes the adjustment

of the working height sensitive and preci-

se. The system is weatherproof and can

be operated whilst travelling.

The Swadro 807 is designed for lateral swathing one single large

swath. The Swadro 810 additionally provides the additional

opportunity of laying two small swaths in one pass. If the two

large single swaths are laid side by side from two passes to and

fro, a total working width of up to 15,00 m (49 feet) can be

acheived depending on the swath size. 

In this manner, enough 

forage can be combined 

together to maximize the 

performance of any subsequent 

harvesting operation to their 

fullest, even in third and 

fourth cuts.
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From a single to a twin swath: no problem

for the Swadro 810. If necessary, the inner

rotor can be telescoped out from the trac-

tor seat so that sufficient room is provided

for the second swath to be laid.

Fully equipped: two swath curtains on the

Swadro 810. Single swathing is done with

the outer one, twin swathing is done utili-

zing both. If the inner swath curtain is not

needed it can simply be folded up out of

the way.

Always the right size: the swath curtain

can be telescopically adjusted for width.

For height this is done quickly and easily

via spacers. Multiple adjustment possibili-

ties guarantee a perfect swath shape

under all circumstances.

The twin swathing of two times 3.70 m (12

feet) with the Swadro 810 for: ideal for fol-

lowing machinery with a low harvesting

capacity, or for bringing grass together at

night.

With the Swadro 807 a side swath of
6.20 m (20 feet) whereas with the
Swadro 810, a swath of 6.80 m (22
feet). The cardanic rotors complete
with tridem axle follow any ground
contour. The result: the cleanest
raking quality without loss.
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Agile through and through: the Swadro

807 and 810 rake up everything due to

their high maneuvrability, even in restricted

areas. With a wide wheel track on the run-

ning gear and a steering axle, they can

master any corner.

Optimally equipped: the large 10.0/75-

15.3 8 PR tires and track-following linkage

ensure absolutely smooth and stable tra-

velling Ð an advantage when working on

slopes or at high driving speeds.

They do deliver: over-dimensioned, single-

acting hydraulic cylinders lift the rotor

comfortably into the headland or transport

position. 

Down the road at 40 km/h (25 mph), compact and safe: when on public roads and driving underneath low bridges and underpasses,

utility lines and masts the upper, outer tine arms can be folded in. 
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Ground clearance galore: The placement

of the main rotor drives next to the support

frame enables a quicker and higher lifting

of the double tines above the ground. This

provides more clearance when driving

over already formed swaths.

Rotors connected in series: during lifting

and lowering, the front rotor is always pla-

ced into headland or working position first

followed by the rear. The length of time

taken to drop during the lowering operati-

on is adjustable.

Manufactured for high demands: the box-

section frames of the Swadro 807 and 810

slope to be higher in the centre. In this way

there is even more ground clearance when

driving over already raked swaths.

The Swadro 807 and 810 side swat-
hing rakes have been tested and pro-
ven for the use with forage harve-
sters. Night swathing is also possible
with the Swadro 810 dual-function
rake. Thanks to their rear axle stee-
ring, they are highly flexible, have
excellent tracking behavior and can
master any twist and turn. The well-
dimensioned wide tracked running
gear ensures complete stability on
slopes. These rakes can be easily
maneuvered, running absolutely
smoothly on the road, even at 40
km/h. For clean work at the headland
these rakes, like all tandem axle
Swadro models have, of course, also
been equipped with the KRONE Jet
Effect.

Depending on the desired swath width, the working width when driving to and fro is up

to 15.00 m (49 feet). This results in a large enough swath to satisfy even the most high

capacity of harvesters, even in the 3rd and 4th cut.
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Swadro 907

15 tine arms per rotor 

8.00 m work width for 
highest work rates

Wide bogies with 
8 wheels each

Cardan rotor suspension
system

Hydraulic crop deflector

Overrunning clutch 
protected rotor drives

Raking 8 metres of crop into one swath

Swadro 907 is the KRONE twin-rotor side delivery rake with 

8.00 m work width. Running on a wide-tracking axle and boasting

15 tine arms and 8 wheels on each rotor, this rake delivers cleanest

rakes and highest workrates. Maintenance-free rotors, the 

Dura-Max cam track, large guide rollers in 

permanently lubricated bearings and 

widely spaced deep groove ball 

bearings in Aluminium tine 

holder housings combine to give 

an outstanding operator comfort, 

highest workrates and 

ultimate durability.

Cleanest rakes in heavy crop: Large and

enclosed rotors running on eight castering

wheels, the optional electric work height

control system as well as infinite rotor tilt

setting options warrant cleanest rakes and

highest productivity.

Direct and frictional: All gearboxes and

shafts mount outside the beams for easy

access. The rotors are protected by star

ratchets and the drivelines by standard

overrunning clutches.

Adjustable coil springs for rotor suspen-

sion: They shift much of the jib and rotor

weight to the main frame to ensure positive

tracking on the slope as well as light and

soft running. 
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The KRONE Swadro 907 is a high-end
side delivery rake. Boasting an area
output of 8 ha/h and 16.00 m work
widths, this machine gives you the
edge in foraging. The leading rotor
operates at a higher circumferential
speed than the rear unit to the end of
forming the most uniform and fluffy
swaths. The job gives the lifted rotors
a high ground clearance, an important
detail when running on swathed crop.
The rear rotor lifts out with delay to the
leading rotor to provide a uniform
swath at the end of a pass. This model
features cardan suspension for the
rotors, too. The special KRONE Jet
Effect translates into clean forage and
an undamaged headland.

From the tractor seat: The left rotor features

a hydraulic crop deflector setting system,

which moves the deflector into a low trans-

port position and adjusts it to different

crops and yields.

Low transport height for safe travelling on

public roads: The outer tine arms on

Swadro 907 fold up fast and easily. With

tines in their fold-up position, the rake pas-

ses easily under bridges and passageways.

Excellent tracking: Thanks to double-pivot

steering, Swadro 907 gives positive tra-

cking behind the tractor in any bend. The

robust and wide-tracking chassis runs on

large 15.0/55-17/10 PR tyres for quiet

running and is approved for 40 km/h road

speeds.
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Swadro 1010 

High ouput with 9.70 m
(32 feet) working width

Working height adjustment
via electric actuators

Transport running gear
with high driving comfort

Cardanic rotor suspension 
for the best ground alignment

KRONE Jet Effect

The Side Swathing Rake with three rotors.

Contaminated forage? No thank you!

Changing application conditions often

require immediate adjustment of the wor-

king height. This can be done while driving

via the weatherproof electric actuators,

which can be adjusted by the driver via an

electronic control box.

Guidance at its best: the combination of

tridem running gear and cardanic rotor

suspension ensure clean raking, also on

uneven ground. The following front

wheels, connected via a track rod, follow

round even the tightest of curves.

A rear axle that steers: for an optimal

tracking behaviour and excellent agility.

The over-sized running gear with large

15.0/55-17/10 10PR implement tires

stands for safety and is gentle on the

swath.

A double swath of nearly 20.00 metres (65 feet) Ð these are ideal

swath conditions for a high-performance exact forage harvester.

The KRONE Swadro 1010 three-rotor side windrow rake takes

this task on completely and convinces with a potential work-rate

of up to 10 hectares (24 acres) per hour  making the crop

chain even more efficient. Thanks to 

the wide tracked running gear with 

steering axle, this large-scale 

rake is extremely agile and 

is very easy to maneuvre.
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Reaching the destination at 40 km/h (25

mph), and with a transport width of below

3.00 m (10 feet): the three rotors can

quickly be brought into transport position.

Since the rotor diameter of the center rotor

is below 3.00 m (10 feet), the tine arms on

the center rotor do not need to be folded

in.

In prefect alignment with each other with a matched working width of 9.70 m (32 feet): no

forage is run into the ground as the tractor pulling the Swadro 1010 runs nicely in the

wheel tracks of the KRONE BiG M II high-performance mower-conditioner.

With rotors that are perfectly aligned with each other: in order to create a clean side swath, on a working width

of 9.70 m (32 feet), everything must be right. For this reason the Swadro 1010 has different rotor diameters with

different speeds. The front rotor is equipped with 10, yet the center and rear rotors are each equipped with 13

tine arms. The front and center rotors have higher peripheral speeds and this results in a better flow of forage.

The slowly rotating rear rotor is equipped with 5 double tines per arm because it must move more volume of

grass and is responsible for the shape of the swath.
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Swadro 1400

Variable working width
up to 13.50 m (44 feet) 

No grease nipples
on the rotors

Height adjustment via
electric actuators 

KRONE Jet Effect

Robust and well thought out: the lower link

mounted headstock has pendulum sus-

pension adjusting ideally to all lateral trac-

tor movements. If the tractorÕs lower links

arms are lifted inadvertently the PTO shaft

cannot be damaged.

High load-bearing: in conditions of higher

than usual operational stresses are not

always ideal. For this reason the Swadro

1400 has a very robust frame, thereby

completely meeting the high requirements

found in practice.

Spring compensation: tension springs dis-

place a large part of the weight of the front

telescopic arms and rotors back onto the

main frame. This prevents the rotors from

sinking in on moist ground and ensures

that the rake follows in the tractor tracks in

hillside situations.

The four-rotor centre swath rakes from KRONE are productive

workhorses. With the Swadro 1400 and an adjustable working

width of between 11.00 and 13.50 m (36 and 44 feet), one can

easily handle more than 13 hectares (32 acres) per hour 

with just one tractor. 

This giant performance 

enables the replacement 

of two twin rotor rakes 

with merely one 

Swadro 1400.

Four-fold power.
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Clearance galore: the linkage of the sus-

pension arms coupled with the horizontal

position of the main frame enable additio-

nal lifting power and thanks to a sequen-

ced actuation the front rotors are always

lifted or lowered first.

Powerful and direct: the drives and PTO

shafts are simply laid out. The gearboxes

are placed at the furthest possible outer

point to optimise the course of the PTO

shafts. Over-load protection of the rotors

is provided by ratchet clutches.

For professional use: with 13 tine arms per

rotor, four double tines per arm, ground-

covering tridem axles and the cardanic

rotor linkage ensure an optimal ground

alignment in all directions.

The even, well formed center swath
left by the Swadro 1400 ensures an
even better efficiency of any following
harvesting machinery with contrac-
tors talking about an increase in inta-
ke capacity of the forage harvesters
by more than 20 %. The Swadro 1400
is full of innovative ideas, such as the
cardanic rotor linkage, the KRONE Jet
Effect, the Dura Max special harde-
ned cam tracks that come with a 3-
year guarantee and as an absolute
pioneering innovation, RotoProtect,
the optionally available, active anti-
collision safety device via ultrasound
sensors. The swath is magnificent: with the Swadro 1400, the peripheral speed of the front rotor

is higher than that of the rear rotor and this optimal matching of two rotor speeds is a

KRONE innovation, the result of which is a perfectly even, box-shaped, loosely made

swath.
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Hydraulically into the transport position:

the transport height is below 4.00 m
(13 feet) with the tine arms folded in

because the front part of the frame is

lowered on the lower link arms of the trac-

tor when driving on the road.

500/50-17/10PR tyres are fitted as stan-

dard on the transport wheels and give

quiet running and swift travel at 40km/h

from one field to the next.

Less ground pressure Ð more driving com-

fort: the Swadro 1400 is equipped with

large over-dimensioned 560/45-22.5 tyres.

These have proven the best on soft sur-

faces.

Wide in the field, compact on the
road. With the braking system, the
broad track width  of the running gear,
the flotation tires, and a transport
width of below 3 m (10 feet), it feels
absolutely safe on the road, even at a
speeds of up to 40 km/h (25 mph).
The transport height is below 4.00 m
(13 feet), because the front part of the
frame is lowered via the lower link
arms of the tractor when driving on
the road. In this way, the transport
dimensions of this large area rake are
well within standard limits and so
pose no problems with underpasses,
utility lines and masts.
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The greatest ease of use: all controls are

done exclusively via the keypad of the

control box with the tractorÕs hydraulic

system constantly circulating oil around

the rake. The display serves for both moni-

toring all functions and assisting with set-

tings. The Swadro 1400 is Õload-sensing

readyÕ.

11 m - 13.5 m work widths: The system gives you the flexibility you need to operate in vary-

ing conditions and to different requirements. You can vary swath widths from about 1.40 m

to 2.20 m by adjusting the rear rotors. The working width of the front and rear rotors is set

hydraulically via telescoping arms. As these also reposition the right-angle gearboxes that

drive the front rotors via driveshafts, the system ensures optimum overlapping of the teles-

coping arms.  

Swath width: 

1.40 to 2.20m
(41/2 to 7 feet)

Working width: 11,00 to 13,50 m (36 to 44 feet)
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35
3500

3

1900

10

30

2700

16x6.50-8

-

22/31

532

Standard

-

-

3120

2210

38
3800

3,5-4

1900

10

40

2960

16x6.50-8

-

22/31

569

Standard

-

-

3390

2210

42
4200

4-4,5

2265

13

52

3300

16x6.50-8

-

37/50

640

Standard

-

-

3690

2490

46
4600

4,5-5

2550

13

52

3600

16x6.50-8

-

37/50

665

Standard

-

-

3990

2640

46 T
4600

4,5-5

2550

13

52

3600

18/8.5-8/6 PR

18/8.5-8/6 PR

21/31

740

-

-

Standard

5160

2200

710/26 T
6200 (2x3400)

5,5-6 / 6-6,5

2995

26

91

2960

18/8.5x8/6

18/8.5x8/6

37/50

1600

-

-

Standard

8400

1300

Technical Data

Wheel hub weights for the Swadro 700,

800, 807, and 810 twin-rotor rakes. Added

stability is given by the use of these addi-

tional weights. This provides safety in hill-

side situations and while working with one

or more rotors lifted. 

Additional wheels for the tridem axle on

the Swadro 700, 800, 807 and 810 twin-

rotor rakes. The rear axle then handles like

a tandem unit ensuring clean raking on

undulating terrain.

Tine loss safety available for all KRONE

rotary rakes. In case of a breakage, the

tine is held by the safety device, thus can-

not be lost in the swath and is therefore

unable to cause any sequential damage.

Optional Equipment

MODEL
Working width m

Work rate approx. ha/h

Transport width m

No. of tine arms

No of double tines

Rotor diameter m

Rotor tyres

Running gear tyres

Power requirement approx. kW/HP

Weight approx. kg (Ibs)

Three-point linkage

Lower linkage

Drawbar

Storage length m

Height m
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700
6800

6,5-7

2900

20

80

3300

18/8.5-8/6 PR

10.0/75-15.3/8 PR

37/50

1550

- 

Standard

-

5160

3570

800
6800-7600

7,5

2900

26

104

3300

16x6.50-8

10.0/75-15.3/8 PR

37/50

1700

- 

Standard

-

5725

3570

900
7700-8800

8-8,5

2990

26

104

3600

16x6.50-8

10.0/75-15.3/8 PR

40/55

2050

- 

Standard

-

6350

3780

1000
8900-10000

9-10

2990

30

120

4200

16x6.50-8

15.0/55-17/10 PR

51/70

2800

- 

Standard

-

7000

3900

807
6200

6,0

2990

23

96

2960

16x6.50-8

10.0/75-15.3/8 PR

37/50

1800

-

Standard

-

7300

3890

810
6800 (2x3700)

6,5-7 / 7,5

2995

26

104

3300

16x6.50-8

10.0/75-15.3/8 PR

37/50

1980

-

Standard

-

7770

3720

907
8000

8-9

2995

30

120

3800

16x6.50x8

15.0/55-17/10 PR

51/70

2800

-

Standard

-

8500

3900

1010
9700

9-10

2995

36

157

1x2960/2x3600

16x6.50-8

15/55-17/10

59/80

2920

-

Standard

-

9800

3800

1400
11000-13500

13

2995

4x13

52x4

3600/3300

16x6.50-8

500/50-17/10 PR

59/80

4600

-

Standard

-

8440

3850

Optional: electronic height adjustment

including control box for the Swadro 700,

800, 900, and 810. With adjustment via

electric motors altering to the height set-

tings can be performed while driving.

Optional: the electronic control box for the

Swadro 700, 800, 900, and 810. With this,

not only can the working height be set but

it also pre-selects the individual single

rotor lift from the tractor seat.

Original replacement parts pay for them-

selves: it has been proven, not just from

experience, but also by means of many

tests performed by technical magazines,

that manufacturer tested quality lasts lon-

ger. Don't make any compromises. Rely

on original replacement parts from

KRONE.
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Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Stra§e 10, D-48480 Spelle
Postfach 1163, D-48478 Spelle

Telephone: +49(0)5977/935-0
Telefax: +49(0)5977/935-339
info.ldm@krone.de
www.krone.de

Your Distribution Partner

The KRONE forage harvesting machinery range

Mower conditioners

KW rotary tedders

Swadro rotary rakes

Loading and discharge wagons

ZX dual-purpose loading wagon

Round balers

Combi Pack balers/wrappers

BiG Pack big balers

BiG M self-propelled high performance
mover conditioners

BiG X precision chop forage harvesters

Rights reserved to make technical changes.
Illustrations are shown in part with optional
equipment.

Hay & Forage Technology


