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Disc mowers
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KRONE – a successful tradition for more than 100 years 

The name KRONE has been an icon in agricultural

technology for the past century now. Starting out as a

small blacksmithing company, Krone has developed into a

leading forage crop specialist. The right combination of

ingenuity, proximity to customers and competence is

responsible for the company’s long lasting success.

Numerous innovative unique selling point characteristics

are a powerful testimonial to this quality and customer 

orientated corporate philosophy.

Discussions are the start point with

KRONE employees in close contact with

customers and distribution partners.

Together, with these contacts, they

analyse markets, trends and machine

specifi cations.

With the aid of the most up-to-date com-

puter technology, new machines are cre-

ated and thanks to innovative design pro-

grammes, machine operation can even 

be simulated on the monitor and so this 

already helps optimise the machine duri-

ng the construction phase.

Then starts the construction process

where experienced technicians manufac-

ture the fi rst prototypes by hand. In close

cooperation with the design engineers all

components are carefully assembled into

a new KRONE machine.

Competent

Innovative

Local presence
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No computer simulation can fully replace

practical working therefore Krone puts its

new machines through their paces all over 

the world and under all conditions. Only 

in this way is it assured that the arduous 

testing has covered the complete spec-

trum of the machine’s fi eld of operation.

Quality pays for itself. For this reason, we

check and document everything when-

ever possible. Moreover, Krone even has 

its products checked again by indepedent 

inspection and testing agencies.

Satisfi ed customers across the world will

testify that this effort is worth while. Con-

tinuous dialogue and uninterrupted quali-

ty control certainly pay off and it isn’t for 

nothing that, in the meantime, the name of 

Krone stands out across the world for out-

standing forage harvesting technology –

Made in Spelle.

Recognising early trends, maintaining 

a close dialogue with customers and 

always reacting in a trend-setting manner 

in the market are all competencies that 

characterise KRONE. Take for example 

the disc mowers:

Right from the start KRONE have been 

renowned for robust mowers and these 

have been proven and tested even in 

the most arduous of conditions and deli-

ver forage of an exemplary high quality. 

Even back in 1982, KRONE introduced a 

fully welded cutterbar with massive spur 

gears to drive the cutting discs and met 

the requirements of practical farming. 

This is what distinguishes the KRONE 

philosophy: listening very carefully to the 

market’s demands, and integrating these

demands into machinery in a quick and 

innovative manner.
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At the heart of high-quality forage is a perfect and 

clean cut. The KRONE EasyCut cutterbars on the 

AM and AMT models deliver outstanding performance 

both in pasture topping and long-stemmed 

fi eld crops. These high-quality built machines 

are strong, sturdy and absolutely 

dependable.

No inner shoe: The frictional connection 

of the cutterbar is made directly behind 

the inner drum to ensure blockage-free 

operation. 

Straightforward and effective: The spur 

gears underneath the discs are remova-

ble from above. The spur gears on the 

main drive system are removable from the 

side.

Massive satellite spur gears with up to 59 

teeth each form the main driveline and 

provide superior effi ciency. Each of the 

forward mounted auxiliary drive gears 

drives only one disc to the benefi t of mini-

mised loading.

Quick-change blades

No inner shoe

Wedge-shaped cutterbar

Fully welded cutterbar

KRONE satellite drive system

EasyCut cutterbar – giving you the ultimate edge 

Massive spur gears 
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Optimum protection: Impact stops are 

welded between the skids to protect the 

cutterbar from damage and thanks to 

their V-shaped design enhance the ove-

rall cut.

DS quick-change blades (DS = double 

safety): All AM and AMT disc mowers fea-

ture quick-change blades for on-site knife 

changes within minutes.

Easy fl oat: The extremely wide skids are 

made from hardened boron steel to red-

uce ground pressure, enhance contour 

following and protect the cutterbar.

Perfect cuts. The wedge-shaped and fully 

welded cutterbar makes for perfect cuts 

even in the most diffi cult conditions. The 

discs are fully covered by the cutterbar for 

maximum protection. The massive double 

disc drive bearings withstand peak loads 

in permanent operation. 

The main drive power fl ows via massive 

spur gears, which guarantee quiet run-

ning. All auxiliary drives and discs are 

mounted in a forward position for opti-

mum blade overlapping and absolutely 

perfect cuts.
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AM 203 S   242 S   243 CV   283 S   323 S

Peace of mind comes from using innovative and

top-quality KRONE machinery such as the AM disc 

mowers, which offer working widths from 2.0 m to 3.2 m 

whilst boasting an out-and-out robust design 

and an excellent quality of cut. 

These machines have 

proven well all over 

the world.

The perfect match: The link pins on the 

sturdy headstock allow lateral adjustment 

for full-width cutting.

Absolutely safe: The KRONE break-back 

system relies on an adjustable coil spring, 

which responds instantly and reliably and 

allows the mower to swing up to the rear 

when impacting a foreign object.

Reduce / increase ground pressure and 

fl oat over undulating terrain. Adjustable 

coil springs provide optimum adaptation 

to all conditions.

Adjustable link pins ensure 
full work width utilisation

Direct and positive pto-shaft 
driveline

Cantilevered guard frame 
ensures smooth crop fl ow

Adjustable suspension 
springs provide uniform 
ground pressure

AM 203 S    242 S    243 CV    283 S     323 S
Three-point mounted rear mowers
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Constant velocity and high drive-power 

driveline: Power fl ows through a direct-

drive and positive-mesh driveline of pto 

shafts and gears, which transfers the 

tractor’s pto power most effi ciently to the 

cutterbar.

Unobstructed crop fl ow: The cantilevered 

tubular guard frame eliminates the risk of 

blockage and ensures uniform swathing, 

even in sloping terrain.

Perfect: Only one single-acting hydraulic 

coupler is required to pivot our AM model 

with/without conditioner from work posi-

tion into headland or transport position.

We learn from experience and implement 

ideas for the fi eld. KRONE disc mowers 

stem from a sustained cooperation of 

farmers, researchers and developers. 

Our mowers are manufactured to deliver 

excellent cuts at a low power input whilst 

being easy to handle. The side-mounted 

design makes for a reduced machine 

weight and a compact transport width. 

KRONE cutting-edge technology has 

proven itself throughout the world.
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Effi ciency is one parameter in hay and forage harvesting, 

quality is another. The AM 243 CV model features a 

mechanical conditioner with V-type steel tines, which 

provide optimum crop conditioning, fast and uniform 

wilting and top-quality forage. Freely pivoting steel

 tines treat every haulm to achieve an 

outstanding 

quality of crop.

600 rpm or 900 rpm: The three-speed 

mechanical gearbox that drives the CV 

conditioner forms an integral part of the 

direct driveline..

V-type pivoting steel tines and a step-

lessly adjustable baffle plate ensure 

uniform crop treatment, reduce machine 

wear and optimise adaptation to crop 

conditions.

CV steel-tine conditioner
Top-quality forage across the full working width 

Full-width conditioner

V-shaped pivoting steel tines 

Steplessly adjustable 
baffl e plate

Mechanical gearbox for 
600 rpm or 900 rpm pto 

The AM 243 CV model features a pivoting 

conditioner –  courtesy of semi-toothed 

setting discs on either side of the machi-

ne. The conditioner swings easily up and 

to the rear.

Optional wide distributing 
defl ector plates
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Perfect details: The clearance between 

conditioner and cutterbar is set as the 

conditioner swings into a different posi-

tion, a system that produces perfect cuts 

and exemplary conditioning intensity

irrespective of crop condition, yield

and lignifi cation of stems. 

The V-tine rotor easily swings out of

operation when cutting daily rations

or leguminosae.

Specifi ed with V-type steel tines and baffl e 

plate, the conditioner rotor on AM 243 CV 

models spans the entire work width – from 

left drum to right drum. This design makes 

for a uniform crop fl ow across the entire 

working width and optimum conditioning. 

Adjustable defl ector plates are available 

for the aluminium hood to speed up con-

ditioning and uniform swathing across the 

entire work width.
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Off-set cutterbars for opti-
mum contour following

Drag arm mounted 
suspension system

Stepless ground pressure 
adjustment

Pivoting gearboxes allow 
turning on the spot

The pivoting gearbox makes for tightest 

turns. The distance between tractor and 

gearbox is fi xed at all times, a fact that 

enhances driveshaft longevity.

Up and down: No lift-outs on the head-

land, no shunting – not even in curves, 

angles or corners – courtesy of the short 

and side-mounted drawbar with pivoting 

gearbox. The AMT 5000 CV is designed 

for peak performance.

The side-mounted drawbar makes this 

high-capacity and 4.8 m work width 

machine extremely compact and easy to 

handle. It has also proven exceptionally 

effective in small fi elds while offering a 

short transport length.

AMT 5000 CV
Trailed high-capacity mowers

The trailed AMT 5000 CV disc mowers of 4.8 m working 

width are extremely powerful machines, which have proven 

themselves in large-scale and contract operations all over 

the world. Trailing behind an approx. 120 hp+ tractor, the 

side-mounted machine is compact and ideally suited for 

opening up fi elds and up and down operation.
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Excellent ground following: The two 

mower/conditioner units mount on pivo-

ting drag arms whilst ground pressure is 

set on adjustable coil springs..

Convenient and quick height control: A 

separate crank handle sets the cutting 

height steplessly on each unit.

A clean cut: The offset cutterbars and 

overlapping knife blades give cleanest 

cuts both in undulating terrain and when 

travelling around bends. 

Looking for perfect and uniform cuts even 

on wide-width machines and in undula-

ting terrain, we have specifi ed our KRONE 

AMT 5000 CV high-capacity mower with 

two off-set mower/conditioner units. 

Each of the two units pivots separately on 

the machine frame to give independent 

cutting and ground contour following. 

The benefi t for you is a clean cut, a pro-

tected turf and the edge of high-quality 

and farm-grown forage feeds.
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Side-mounted drawbar –
compact and manoeuvrable

Standard high-capacity CV 
mower conditioner

Two conditioner speeds –
600 rpm and 900 rpm

Crank-adjusted work height

Top-quality forage: Standard conditio-

ner with pivoting V-type steel tines gives 

optimum crop treatment across the entire 

machine width.

Easy operation: Simply swap the pulleys 

on the compact and low-maintenance 

drive system to operate the CV conditio-

ner either at 600rpm or 900rpm.

Conditioning intensity is set on a crank 

that adjusts the clearance between con-

ditioner tine ends and the baffl e plate 

through a 10cm range.

AMT 5000 CV
The effi ciency booster

The trailed AMT disc mower features a high-capacity con-

ditioner as standard specifi cation, which minimises wilting 

time and the risk of crop exposure to wet weather. Optional 

defl ector plates are available for wide distribution of crops 

to speed up wilting and save valuable time that can be 

spent on other jobs.
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Wide work width or narrow transport 

width: It takes just a few seconds to swing 

the machine from work position into 

transport position and vice versa. There 

is no need to leave the tractor cab. It does 

not take a sophisticated control system to 

operate the semi-mounted chassis and 

its hydraulic ram. The 2,900 mm trans-

port width and 10.0/75-15.3 tyres provide 

superior ride qualities whilst obviating the 

necessity of obtaining a special permit for 

travelling on public roads.

The KRONE AMT 5000 CV disc mower 

offers maximum effi ciency and strength 

as well as a superior level of specifi ca-

tion and operational comfort. Transport / 

work conversion is from the tractor cab. 

The strong transport running gear with 

oversized wheels is designed for 40km/h 

road speeds to provide swift travel bet-

ween fi elds. Large warning panels and 

standard road lights ensure safe travel on 

public roads.
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Adjustable defl ector plates are available for the 

AM 243 CV and AMT 5000 CV models with hoods. 

This option distributes the crop to a uniform mat 

across the entire work width for faster wilting. 

The defl ector plates quickly adjust to narrow swathing

as required.

Optional equipment

Higher pto speed (1,000 rpm): The main 

gearbox for AM S models without condi-

tioner is available with a choice of gears; 

the slip-on gearbox is available for AM 

243 CV models.

An extra defl ector plate is available for 

our AM S model for attachment to the 

left-hand machine side. This plate pro-

duces extra narrow swaths and clears 

wide tramlines of crops.

Adjustable skids for high cutting: These 

skids offer a range of height settings 

and present a useful option for set-aside 

applications.
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Model  AM AM AM AM AM AMT             
  203 S 243 S 243 CV 283 S 323 S 5000 CV
  
Work width  mm (inch) 2.000 (6'6.7") 2.400 (7'10.5") 2.400 (7'10.5") 2.800 (9'2.2") 3.200 (10'6") 4.800 (15'9")  
 
Three-point hitch  + + + + + -      
 
Trailed  - -  -  - - +
 
Transport width  mm (inch)      2.900 (9'6.2")
 
No. of discs  3 4 4 5 4 8   
 
No. of drums  2 2 2 2 4 4
 
CV conditioner  - - + - - +
 
Conditioner speed  - - 0/600/900 - - 600/900  
  
Tyre size - work position  - - - - - 15.0/55-17
 
Tyre size - transport position  - - - - - 10.0/75-15.3       
 
Weight  approx. kg (lbs) 440 (970) 520 (1146) 740 (1631) 605 (1333) 682 (1503) 2.950 (6503)
 
Area output  approx. ha/h (acr/hr) 2 (4.9) 2-2.5 (4.9-6.2) 2 (4.9) 2.5-3 (6.2-7.4) 3 (7.4) 5-6 (12.4-14.8)
 
Power requirement  kW (hp) 27 (37) 30 (41) 44 (60) 40 (55) 50 (68) 88 (120)
 
Pto rpm  540 540 540 540 540 1.000   
Standard 
 
Cat  I / II I / II II I / II I / II II
 
Hydraulic couplers  1xSA 1xSA 1xSA 1xSA 1xSA 1xSA
      1xDA            

Technical data

We are serious about aftersales service, because every minute counts when a machine is down. To respond quickly and fl exibly to our 

customers’ needs, the KRONE trade network operates a system of fully stocked parts warehouses. Striving to provide ultimate machine 

effi ciency, we help you optimise your effi ciency and profi tability in the heat of harvest. 

Genuine parts are less costly because approved quality parts pay off. Tests have shown that manufacturer-tested quality machinery lasts 

longer and operates more reliably. Therefore do not compromise on quality – and always trust genuine KRONE parts.




